PixieWASHXB - FULL (6°) A oroLiGHTS

y SN

280 W single lens RGB and Warm White moving wash luminaire

Photometrics

Flux out: 1,599 Im

3ft| 9,669/15,713 fc A 0.3637 ft
1m| 104,074 /169,134 Ix 11.09cm
10ft| 1,074 /1,746 fc 1.091 ft
3m| 11,564 /18,793 Ix 33.26 cm
16 ft| 386/ 628 fc 1.819 ft

5m| 4,163/ 6,765 Ix 55.43 cm

23 ft| 197 /320 fc 2.546 ft

7m| 2,124/ 3,452 Ix 77.61 cm
33ft| 96/ 157 fc 3.637 ft

10m | 1,041/1,691Ix / \ 110.87 cm

Height E avg/E max Angle: 6° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance
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PixieWASHXB - Red (6°) A PROLIGHTS

y SN

280 W single lens RGB and Warm White moving wash luminaire

Photometrics

Flux out: 300 Im

3ft| 1,816/3,055fc 0.35 ft

1m | 19,548 /32,887 Ix 10.67cm
10 ft| 1201 / 339 fc 1.05 ft

3m| 2,172/ 3,654 Ix 32.00 cm

16t 72/ 122 fc
5m| 781/13,151 Ix

1.75 ft

53.33 cm
23ft| 37/ 62fc 2.45 ft

7m| 398/ 671 Ix 74.67 cm
33ft| 18/30fc 35#

10m| 195/328 Ix / \ 106.67 cm

Height E avg/E max Angle: 6° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

WEBSITE:www.prolights.it

y; PROLIGHTS
is a registered trademarks
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PixieWASHXB - Green (6°) A PROLIGHTS
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280 W single lens RGB and Warm White moving wash luminaire

Photometrics

Flux out: 767 Im

3ft| 4,643/7,421 fc 0.3741 ft

1m| 49,976 /79,883 Ix 11.40cm
10 ft| 515/824 fc 1.122 ft

3m| 5,553/8,876 Ix 34.21 cm

16 ft| 185/ 296 fc
5m| 1,999/3,195 Ix

1.87 ft
57.01 cm
23ft| 94/ 151 fc 2.619 ft

7m| 1,020/ 1,630 Ix 79.81 cm
33ft| 46/ 74 fc 3.741 f

10 m| 499 /798 Ix / \ 114.02 cm

Height E avg/E max Angle: 6° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance
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is a registered trademarks
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PixieWASHXB - Blue (6°) A PROLIGHTS
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280 W single lens RGB and Warm White moving wash luminaire

Photometrics

Flux out: 115 Im

3ft| 697 /1,106 fc
1Tm| 7,513/11,910 Ix

0.3729 ft
11.37 cm

10ft| 77 /122 fc
3m| 834/1,323 Ix

1.119 ft
34.10 cm

16 ft| 27 /44 fc 1.865 ft

5m| 300/476 Ix 56.83 cm
23ft| 14/ 22fc 2.61ft

7m| 153 /243 Ix 79.57 cm

3.729 ft
113.67 cm

33ft| 6/11f1c
10m| 75/ 119 Ix

Height E avg/E max Angle: 6° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolights.it
y; PROLIGHTS

is a registered trademarks MAIL: support@prolights‘it
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PixieWASHXB - White (6°) A proLGHTS
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280 W single lens RGB and Warm White moving wash luminaire

Photometrics

Flux out: 658 Im

3ft| 3,983/6,494 fc 0.358 ft

1m| 42,868 /69,901 Ix 10.91 cm
10 ft| 442 /721 fc 1.074 ft

3m| 4,763/7,767 Ix 32.74 cm

16 ft| 159/ 259 fc
5m| 1,715/ 2,796 Ix

1.79 ft
54.56 cm
23ft| 81/132fc 2.506 ft

7m| 874/1,427 Ix 76.38 cm
33ft| 39/641c 3.58 ft

10 m| 428 /699 Ix / \ 109.12 cm

Height E avg/E max Angle: 6° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance
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is a registered trademarks
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PixieWASHXB - FULL (45°) A proLGHTS
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280 W single lens RGB and Warm White moving wash luminaire

Photometrics

Flux out: 1,862 Im

3ft| 766/ 1,054 fc
1m | 8,253/11,344 Ix

1.744 £
53.15cm

10t 85/117 fc
3m| 917 /1,260 Ix

5.231 ft
159.44 cm

16 ft| 30/42fc 8.718 ft

5m| 330/453Ix 265.73 cm
23ft| 15/ 21 fc 12.21 ft

7m| 168/231 Ix 372.03 cm

17.44 f
531.47 cm

33ft| 7/10fc
10m| 82/113 Ix

Height E avg/E max Angle: 45° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolights.it
y; PROLIGHTS

is a registered trademarks MAIL: support@prolights‘it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolights



PixieWASHXB - Red (45°) A oroLiGHTS

280 W single lens RGB and Warm White moving wash luminaire IA
Photometrics
Flux out: 332 Im
3ft| 136/1941c A 1.687 ft
1m| 1,474 /2,096 Ix 51.42 cm
10ft| 15/ 21 fc 5.061 ft
3m| 163/232Ix 154.25 cm
16ft|5/7fc 8.434 ft
5m| 58/83Ix 257.08 cm
23ft| 2/3fc 11.81 ft
7m| 30/42Ix 359.91 cm
33ft| 1.36/1.94 fc 16.887 ft
10m | 14/20Ix / \ 514.16 cm
Height E avg/E max Angle: 45° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

WEBSITE:www.prolights.it

y; PROLIGHTS
is a registered trademarks

MAIL: support@prolights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolights



PixieWASHXB - Green (45°) A PROLIGHTS
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280 W single lens RGB and Warm White moving wash luminaire

Photometrics

Flux out: 902 Im

3ft| 371/502 fc
1m| 4,002/5,408 Ix

1.752 ft
53.41 cm

10ft| 41/55fc
3m | 444 /600 Ix

5.257 ft
160.24 cm

16t 14/20fc 8.762 ft

5m| 160/ 216 Ix 267.06 cm
23ft| 7/101c 12.27 ft

7m| 81/110Ix 373.88 cm

17.52 ft
534.12 cm

33ft| 3/5fc
10m| 40/54 Ix

Height E avg/E max Angle: 45° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolights.it
y; PROLIGHTS

is a registered trademarks MAIL: support@prolights‘it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolights



PixieWASHXB - Blue (45°) A proLicHTs

y SN

280 W single lens RGB and Warm White moving wash luminaire

Photometrics

Flux out: 145 Im

3ft| 52/73fc
1Tm | 563/795Ix

1.774 £
54.08 cm

10ft| 5/8fc
3m| 62/88Ix

5.323 ft
162.24 cm

16ft| 2/2.951c 8.872 ft

5m| 22/311Ix 270.41 cm
23t 1.07/1.511fc 12.42 ft

7m| 11/16Ix 378.57 cm

17.74 ft
540.81 cm

33ft| 0.52/0.74 fc
10m|5/7Ix

Height E avg/E max Angle: 45° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolights.it
y; PROLIGHTS

is a registered trademarks MAIL: support@prolights‘it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolights



PixieWASHXB - White (45°) A proLcHTS

y SN

280 W single lens RGB and Warm White moving wash luminaire

Photometrics

Flux out: 762 Im

3ft| 314/440 fc
1m| 3,381/4,737 Ix

1.723 ft
5251 cm

10ft| 34/48fc
3m | 375/526 Ix

5.169 ft
157.54 cm

16t 12/17 fc 8.614 ft

5m| 135/189 Ix 262.56 cm
23ft| 6/8fc 12.06 ft

7m| 69/96Ix 367.59 cm

17.23 ft
525.12 cm

33ft| 3/4f1c
10m | 33/47 Ix

Height E avg/E max Angle: 45° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance

A WEBSITE:www.prolights.it
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is a registered trademarks MAIL: support@prolights‘it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @Prolights



