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M( Metal Ceiling Loudspeakers AMC

MC - metal ceiling loudspeakers with built-in 100V transformer.

VCol

Cost effective metal loudspeakers. Slim loudspeaker’s construction designed for low
installation depth, quick fit clamps allow easy and fast installation into false ceilings.

Light weight paper diaphragm and high efficiency magnet are the reasons of

high performance in the middle frequency response.
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Rated power 6W 8
Transformer power taps 6W-3W 7
Sensitivity 92dB (1W/1m) o ‘
Max|mum SPI_ 104 dB (Pmax/‘] m) at 1830 HZ 10 FrequencyHz 50 100 200 500 1K 2K 5K 10K 20K
Frequency response 100 Hz - 18 kHz |MPEDANGE
Dispersion at 1000 Hz 180° conical 1
Driver dimensions 6" (152 mm) full range "o
Dimensions 200 mm x 65 mm o
Weight 09kg oo
Material Steel 4000 //
Colour White (RAL 9016) 2000 % =at
10 FrequencyHz 50 100 200 500 1K 2K 5K 10K 20K
3w
— 6 W

AMC® BALTIC Neries kr. 14A, LT-48397, Kaunas, Lithuania / (370 37) 308585/www.amcpro.eu Simple. Reliable. Profitable.



