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PRODUCT NAME: 
STUDIOCOBPFC2 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Narrow 
 

Target:  
Full On 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
30/07/2021  12:32:26 
 

 
 Spectra 

Beam angle 50%: 17,8° 
Field angle 10%: 33° 
Cut off angle 2.5%: 45,1° 

 

Total lumen output: 
 3281 lm 

26663 cd 

Peak candela output: 
 



5000

10000

15000

20000

25000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
17,8° 33° 45,1° 99,9% 98,7% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 26624lx 6656lx 2958lx 1664lx 1065lx 473lx 266lx 118lx 67lx 43lx 30lx 17lx 11lx 

Footcand. 2473fcd 618fcd 275fcd 155fcd 99fcd 44fcd 25fcd 11fcd 6fcd 4fcd 3fcd 2fcd 1fcd 

Beam wid. 0,3m 0,6m 0,9m 1,3m 1,6m 2,3m 3,1m 4,7m 6,3m 7,8m 9,4m 12,5m 15,6m 

Beam wid. 1ft 2,1ft 3,1ft 4,1ft 5,1ft 7,7ft 10,3ft 15,4ft 20,5ft 25,7ft 30,8ft 41,1ft 51,3ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,3 m  
20,5 ft  

17,8° 

4,7 m  
15,4 ft  

3,1 m  
10,3 ft  

1,6 m  
5,1 ft  

0,9 m  
3,1 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

67 lx 
118 lx 

266 lx 
1065 lx 

2958 lx 

6 fcd 
11 fcd 

25 fcd 
99 fcd 

275 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 0,628A 130,7W 25lm/W 
 

Power FC 

0,93 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 26624 cd 

3% 

5% 

10% 

30% 

50% 

2662 cd 

5325 cd 

7987 cd 

10650 cd 

13312 cd 

15974 cd 

18637 cd 

21299 cd 

23962 cd 

7,99 lx 

13,3 lx 

26,6 lx 

79,9 lx 

133 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 266 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
STUDIOCOBPFC2 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Narrow 
 

Target:  
Red 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
30/07/2021  12:34:54 
 

 
 Spectra 

Beam angle 50%: 18,2° 
Field angle 10%: 33,7° 
Cut off angle 2.5%: 45,6° 

 

Total lumen output: 
 685 lm 

5269 cd 

Peak candela output: 
 



500

1000

1500

2000

2500

3000

3500

4000

4500

5000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
18,2° 33,7° 45,6° 99,6% 97,4% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 5269lx 1317lx 585lx 329lx 211lx 94lx 53lx 23lx 13lx 8lx 6lx 3lx 2lx 

Footcand. 489fcd 122fcd 54fcd 31fcd 20fcd 9fcd 5fcd 2fcd 1fcd 1fcd 1fcd 0fcd 0fcd 

Beam wid. 0,3m 0,6m 1m 1,3m 1,6m 2,4m 3,2m 4,8m 6,4m 8m 9,6m 12,8m 16m 

Beam wid. 1,1ft 2,1ft 3,1ft 4,2ft 5,2ft 7,9ft 10,5ft 15,7ft 21ft 26,2ft 31,5ft 42ft 52,5ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,4 m  
21 ft  

18,2° 

4,8 m  
15,7 ft  

3,2 m  
10,5 ft  

1,6 m  
5,2 ft  

1 m  
3,1 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

13 lx 
23 lx 

53 lx 
211 lx 

585 lx 

1 fcd 
2 fcd 

5 fcd 
20 fcd 

54 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 0,197A 34,5W 20lm/W 
 

Power FC 

0,78 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 5269 cd 

3% 

5% 

10% 

30% 

50% 

527 cd 

1054 cd 

1581 cd 

2107 cd 

2634 cd 

3161 cd 

3688 cd 

4215 cd 

4742 cd 

1,58 lx 

2,63 lx 

5,27 lx 

15,8 lx 

26,3 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 52,7 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
STUDIOCOBPFC2 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Narrow 
 

Target:  
Green 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
30/07/2021  12:36:36 
 

 
 Spectra 

Beam angle 50%: 18,9° 
Field angle 10%: 33,9° 
Cut off angle 2.5%: 46,8° 

 

Total lumen output: 
 1149 lm 

8392 cd 

Peak candela output: 
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Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
18,9° 33,9° 46,8° 99,5% 96,9% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 8388lx 2097lx 932lx 524lx 336lx 149lx 84lx 37lx 21lx 13lx 9lx 5lx 3lx 

Footcand. 779fcd 195fcd 87fcd 49fcd 31fcd 14fcd 8fcd 3fcd 2fcd 1fcd 1fcd 0fcd 0fcd 

Beam wid. 0,3m 0,7m 1m 1,3m 1,7m 2,5m 3,3m 5m 6,6m 8,3m 10m 13,3m 16,6m 

Beam wid. 1,1ft 2,2ft 3,3ft 4,4ft 5,4ft 8,2ft 10,9ft 16,3ft 21,8ft 27,2ft 32,7ft 43,6ft 54,5ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

6,6 m  
21,8 ft  

18,9° 

5 m  
16,3 ft  

3,3 m  
10,9 ft  

1,7 m  
5,4 ft  

1 m  
3,3 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

21 lx 
37 lx 

84 lx 
336 lx 

932 lx 

2 fcd 
3 fcd 

8 fcd 
31 fcd 

87 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,221A 40,5W 28lm/W 
 

Power FC 

0,81 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 8388 cd 

3% 

5% 

10% 

30% 

50% 

839 cd 

1678 cd 

2517 cd 

3355 cd 

4194 cd 

5033 cd 

5872 cd 

6711 cd 

7550 cd 

2,52 lx 

4,19 lx 

8,39 lx 

25,2 lx 

41,9 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 83,9 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
STUDIOCOBPFC2 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Narrow 
 

Target:  
Blue 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
30/07/2021  12:38:07 
 

 
 Spectra 

Beam angle 50%: 20,7° 
Field angle 10%: 35,2° 
Cut off angle 2.5%: 48,9° 

 

Total lumen output: 
 197 lm 

1270 cd 

Peak candela output: 
 



500

1000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
20,7° 35,2° 48,9° 99,1% 96,2% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 1266lx 317lx 141lx 79lx 51lx 23lx 13lx 6lx 3lx 2lx 1lx 1lx 1lx 

Footcand. 118fcd 29fcd 13fcd 7fcd 5fcd 2fcd 1fcd 1fcd 0fcd 0fcd 0fcd 0fcd 0fcd 

Beam wid. 0,4m 0,7m 1,1m 1,5m 1,8m 2,7m 3,7m 5,5m 7,3m 9,1m 11m 14,6m 18,3m 

Beam wid. 1,2ft 2,4ft 3,6ft 4,8ft 6ft 9ft 12ft 18ft 24ft 30ft 35,9ft 47,9ft 59,9ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

7,3 m  
24 ft  

20,7° 

5,5 m  
18 ft  

3,7 m  
12 ft  

1,8 m  
6 ft  

1,1 m  
3,6 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

3 lx 
6 lx 

13 lx 
51 lx 

141 lx 

0 fcd 
1 fcd 

1 fcd 
5 fcd 

13 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

224V 0,188A 32,3W 6lm/W 
 

Power FC 

0,77 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 1266 cd 

3% 

5% 

10% 

30% 

50% 

127 cd 

253 cd 

380 cd 

506 cd 

633 cd 

760 cd 

886 cd 

1013 cd 

1139 cd 

0,380 lx 

0,633 lx 

1,27 lx 

3,80 lx 

6,33 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 12,7 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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Mounting height: 10 meters (33 feet) 
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PRODUCT NAME: 
STUDIOCOBPFC2 
 

MEASURAMENT CONDITIONS: 
Beam angle:  
Narrow 
 

Target:  
White 
 
 

Operator:  
Paolo Carvone 
 

Date and time: 
30/07/2021  12:40:01 
 

 
 Spectra 

Beam angle 50%: 16,7° 
Field angle 10%: 31,8° 
Cut off angle 2.5%: 44,7° 

 

Total lumen output: 
 1707 lm 

14620 cd 

Peak candela output: 
 



5000

10000

                                                                                                                     
 

 
 

 
 
 

 

Beam angle 50% Field angle 10% Cut off angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone 
16,7° 31,8° 44,7° 99,8% 97,5% 

 
 
 

 
 
 
     
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

BEAM INTENSITIES AND WIDTHS   
Distance 1m 2m 3m 4m 5m 7,5m 10m 15m 20m 25m 30m 40m 50m 

Distance 3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 24,6ft 32,8ft 49,2ft 65,6ft 82ft 98,4ft 131,2ft 164ft 

Lux 14605lx 3651lx 1623lx 913lx 584lx 260lx 146lx 65lx 37lx 23lx 16lx 9lx 6lx 

Footcand. 1357fcd 339fcd 151fcd 85fcd 54fcd 24fcd 14fcd 6fcd 3fcd 2fcd 2fcd 1fcd 1fcd 

Beam wid. 0,3m 0,6m 0,9m 1,2m 1,5m 2,2m 2,9m 4,4m 5,9m 7,3m 8,8m 11,7m 14,7m 

Beam wid. 1ft 1,9ft 2,9ft 3,8ft 4,8ft 7,2ft 9,6ft 14,4ft 19,3ft 24,1ft 28,9ft 38,5ft 48,2ft 
 
 
 

  

3 m 
9,8 ft 

5 m 
16,4 ft 

10 m 
32,8 ft 

15 m 
49,2 ft 

20 m 
65,6 ft 

Distance (meter) 
Distance (feet) 

5,9 m  
19,3 ft  

16,7° 

4,4 m  
14,4 ft  

2,9 m  
9,6 ft  

1,5 m  
4,8 ft  

0,9 m  
2,9 ft  

Lux* 

Footcandles* 

*measured at 
center of beam 

Beam width (meter) 
Beam width (feet) 

37 lx 
65 lx 

146 lx 
584 lx 

1623 lx 

3 fcd 
6 fcd 

14 fcd 
54 fcd 

151 fcd 

Beam center 

BEAM DETAILS 

LINEAR DISTRIBUTION DIAGRAM ELECTRICAL SPECIFICATIONS 

Input voltage Input current Input power Effeciency 

225V 0,225A 41,5W 41lm/W 
 

Power FC 

0,82 
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ISO DIAGRAMS 

ISO CANDELA DIAGRAM 

ISO LUX DIAGRAM 

10% 

20% 

30% 

40% 

50% 

60% 

70% 

80% 

90% 

Conditions: 

Number of c-planes: 2 

Candela at center: 14605 cd 

3% 

5% 

10% 

30% 

50% 

1461 cd 

2921 cd 

4382 cd 

5842 cd 

7303 cd 

8763 cd 

10224 cd 

11684 cd 

13145 cd 

4,38 lx 

7,30 lx 

14,6 lx 

43,8 lx 

73,0 lx 

Conditions: 

Number of c-planes: 2 

Lux at center: 146 lx 

Lux distribution on a surface 
when lamp is mounted at 10 
meters from the surface.  

Horizontal angles 

Ve
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 a
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Mounting height: 10 meters (33 feet) 
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