
Bubble	machine	

The	fan	produces	air	which	is	exactly	directed	into	the	eyelet	of	the
blade	to	avoid	sprinkling	fluid	on	the	floor.
The	bubbles	that	are	produced	have	different	sizes.
This	machine	works	with	a	special,	ready-to	use	liquid.
The	fluid	is	to	be	poured	into	the	appropriate	0.75	liters	tank	which
enables	the	machine	to	work	continuously	for	about	half	an	hour.
Don’t	use	ordinary	soap	solutions,	use	JB	Systems	“bubble”	liquid
(order	code:	1911)	instead.



General	:	Application DJ	&	Club
General	:	Dimensions	(cm) 20	x	24	x	21
General	:	Weight	(kg) 1.57
General	:	Powerinput AC	230V,	50Hz
General	:	Energy	Label No
General	:	Power	consumption	W 30
General	:	Color black
General	:	Display No
General	:	Fixation optional	standard	clamp
General	:	IP	rating indoor
Control	:	manual Yes
Control	:	Standalone fixed
Control	:	Type	included	remote -
Control	:	optional	remote -
Control	:	maximum	DMX
channels -
Fx	:	liquid	consumption /
Fx	:	liquid	type Bubble
Fx	:	output	cu.ft.	/	min. 0
Fx	:	tank	capacity	in	L 0.75
Connections	:	input -
Connections	:	output -
Connections	:	XLR	3	pin No
Connections	:	XLR	5	pin No
Connections	:	Power	Conn. No
Brand JB	SYSTEMS
EANCode 5420025648936
Discontinued No


