HABOTEST®

Specifications

DC Voltage

AC Voltage

DC Current

Resistance

Feature
Display

Data hold
Back light
Diode test
Continuity
Temperature

Power supply
Weight
Size

Safety Rating

Range

200mV/2V/20V/200V
600V

200V/600V

20pA
200pA/2mA/20mA
200mA

10A
200Q/2kQ/20kQ/200Kw
2MQ

9V6F22 Battery
Approx. 170g

HT830L/HT838 2000 Counts Digital Multimeter

Accuracy

HT830L

+(0.5%+2) | £(0.5%+2)
+(0.8%+2) | +(0.8%+2)
+ (1.2%+10) | * (1.2%+10)

+(1.0%+2)

+(1.0%+2) |+ (1.0%+2)
+ (1.5%+2) * (1.5%+2)
+(3.0%+2) * (3.0%+2)
+(0.8%+2) | +(0.8%+2)
+ (1.0%+2) |+ (1.0%+2)

2000 Counts | 2000 Counts

v

LRIRR

v
v
v

138mMmX69mmX31mm
EN61010-1,-2-030,EN61010-2-033,

EN61326-1,CAT.IlIl 600V

HT838

‘ IECG{OWO-‘W
CAT Il 600V

2000 Counts AC Digital Clamp Meter

HABOTEST®

Specifications | Range Accuracy
HT200A HT200B
600V +(0.5%+5)
DC Voltage
2V/20V/200V/600V +(0.5%+5)
AC Voltage 600V +(1.0%+5)
2V/20V/200V/600V +(1.0%+5)
AC Current 2A/20A/200A +(2.5%+8) +(2.5%+8)
) 2kQ/20kQ +(1.0%+3)
Resistance
200Q/2kQ/20kQ/200kQ/2MQ/20MQ +(1.0%+3)
Capacitance 20nF/200nF/2uF/20uF/200uF/2000uF +(4.0%+3)
Counts 2000 Counts 2000 Counts
Continuity +/ (sound and light alarm) | +/ (sound and light alarm)
Diode 4/ (sound and light alarm)
Data Hold v v
Bicolor backlight v v
Low battery indication v v
Auto power off v v
MAX v v
Power 2xAAA(1.5V)Batteries
Weight Approx.150g
Size 164mmx61mmx30mm
Jaw Size 218mmX36mm

Safety Rating

EN61010-1,-2-030 EN61010-2-033, EN61326-1 CAT Il 600V

g

IE 0-1
CAT ll1 600V

HT200A/B






