DISPLAYCOBDY 15° WITH FROST FILTER

45W compact daylight white COB PAR with parabolic reflector

Light Source Diagram
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Color Parameters:
Chromaticity Coordinate:x=0.3537 (dx=0.0032)

y=0.3694 (dy=0.0069)

Chromaticity Coordinate:u'=0.2104 v'=0.4943(duv=5.40e-03)
Tc=4764K Dominant WL:Ld=571.3nm Purity=17.0% Centroid WL:567.0nm
Ratio:R=18.4% G=77.0% B=4.7% Peak WL:Lp=455.0nm HWL:33.7nm

Render Index:Ra=91.5
Rl =91 R2 =94
R8 =87 R9 =67

R3 =96
R10=86

R4 =89
R11=88

R5 =89
R12=65

Photo Parameters:
Flux: 2261.3 1m

Electrical Parameters:
Lamp : U=230.9V I=0.4225A P=51.98W PF=0.5328
Instrument Status:

Scan Range:380.0nm-800.0nm
REF=31873(R=3)

Interval:5.0nm[0]
$=-0.214%
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R6 =91
R13=92

R7 =95

R14=98 R15=89

Fe: 7.7725 W Efficacy:43.51 1lm/W Scotopic:4534.91m S/P:2.0054

Ip=863(G=2,D=59)
PMT: 30.1 centigrade [150.0]

WEBSITE: www.prolights.it

MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



DISPLAYCOBDY 15°WITHOUT FROST FILTER [P[ROLIGHTS’

45W compact daylight white COB PAR with parabolic reflector

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.3529 (dx=0.0032)

Chromaticity Coordinate:u'=0.2103 v'=0.4937(duv=5.17e-03)
Tc=4784K Dominant WL:Ld=571.2nm Purity=16.4% Centroid WL:568.0nm
Ratio:R=18.4% G=76.9% B=4.7% Peak WL:Lp=455.0nm HWL:33.4nm

Render Index:Ra=91.8

R1 =91 R2 =95 R3 =96 R4 =89
R8 =88 R9 =69 R10=86 R11=88

Photo Parameters:

R6 =91
R13=92

y=0.3683 (dy=0.0069)

R7 =95
R14=98 R15=89

Flux: 2403.8 1lm Fe: 8.3796 W Efficacy:46.31 1lm/W Scotopic:4839.11lm S/P:2.0131

Electrical Parameters:

Lamp ¢ U=231.4V I=0.4205A P=51.90W PF=0.5335

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0]
REF=33871 (R=3) $=-0.130%
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Ip=921 (G=2,D=58)
PMT: 30.2 centigrade [150.0]

WEBSITE: www.prolights.it

MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



DISPLAYCOBDY 30° WITH FROST FILTER

45W compact daylight white COB PAR with parabolic reflector

Light Source Diagram
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Color Parameters:
Chromaticity Coordinate:x=0.3538 (dx=0.0032)

y=0.3695 (dy=0.0069)

Chromaticity Coordinate:u'=0.2104 +v'=0.4944 (duv=5.43e-03)
Tc=4762K Dominant WL:Ld=571.3nm Purity=17.0% Centroid WL:567.0nm
Ratio:R=18.4% G=76.9% B=4.7% Peak WL:Lp=455.0nm HWL:33.7nm

Render Index:Ra=91.6
Rl =91 R2 =95 R3 =96
R8 =88 R9 =68 R10=86

R4 =89
R11=88

R5 =89
R12=65

Photo Parameters:
Flux: 2261.1 1m

Electrical Parameters:

Lamp : U=233.1V I=0.4547A P=51.88W PF=0.4896
Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0]
REF=31871 (R=3) $=-0.201%
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R6 =91
R13=92

R7 =95

R14=98 R15=89

Fe: 7.8026 W Efficacy:43.58 1m/W Scotopic:4534.21m S/P:2.0053

Ip=866 (G=2,D=58)
PMT: 29.4 centigrade [150.0]

WEBSITE: www.prolights.it

MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



DISPLAYCOBDY 30° WITHOUT FROST FILTER [P[ROLIGHTS"’

45W compact daylight white COB PAR with parabolic reflector \==_= PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.3530(dx=0.0032) y=0.3683(dy=0.0069)

Chromaticity Coordinate:u'=0.2103 v'=0.4938 (duv=5.14e-03)

Tc=4782K Dominant WL:Ld=571.3nm Purity=16.5% Centroid WL:568.0nm
Ratio:R=18.4% G=76.9% B=4.7% Peak WL:Lp=455.0nm HWL:33.3nm

Render Index:Ra=91.7

R1 =91 R2 =95 R3 =96 R4 =89 R5 =89 R6 =91 R7 =95

R8 =88 R9 =68 R10=86 R11=88 R12=65 R13=92 R14=98 R15=89

Photo Parameters:
Flux: 2427.4 lm Fe: 8.4590 W Efficacy:46.86 1lm/W Scotopic:4881.91m S/P:2.0111

Electrical Parameters:

Lamp : U=231.6V 1I=0.3972A P=51.80W PF=0.5630

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=931 (G=2,D=58)

REF=34205 (R=3) $=-0.211% PMT: 29.8 centigrade [150.0]
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is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



