Jade - FULL (2°) A PROLIGHTS

y SN

280 W hybrid beam/spot moving light

Photometrics

Flux out: 26.49 Im

2,571/15,511 fc
27,678 / 166,958 Ix

643 /3,878 fc
7ft/2m 5 950741,740 Ix

0.03 ft

3ft/1m 1.05cm

0.08 ft
2.09 cm

286 /1,723 fc

0.10 ft
10ft/3m 3475/ 18,551 Ix

3.14 cm

161/ 969 fc

0.13 ft
13ft/4m1730/10,435 ix

418 cm
103/ 620 fc 0.17 ft

16ft/5m 4907/ 6.678 Ix LA 523 cm
20ft/6m| L1 /4311 H 0.20 ft

769 /4,638 Ix 6.27 cm

527316 fc

0.24 ft
231t/7 m '5¢5773 407 Ix

7.32 cm

40/ 242 fc 0.27 ft
26t/ 8 m 43372609 Ix M 8.36 cm
32/191 fc 0.30 ft

30ft/9m 32272067 Ix H 9.41 cm
33%/10m 26 /155 fc 0.34 ft

277 /1,670 Ix / \ 10.45 cm

Height E avg/E max Angle: 0.60° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance
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