PanoramalPSPOT - CMY (5°) Iﬁ PROLIGHTS

420 W IP rated moving LED spot with zoom and colour mixing

Photometrics

A

3ft/1m| 7,972/ 49,614 fc 0.38ft/ 11.64 cm
85,815 /534,050 Ix

Flux out: 1,009 Im

7ft/2m| 1,993/12,403 fc 0.76 ft / 23.27 cm

21,454 /133,513 Ix

10ft/3m|885/5,512fc 1.14 ft/34.91 cm

9,535/ 59,339 Ix

13ft/4m| 498/3,100 fc
5,363 /33,378 Ix

16ft/5m| 318/ 1,984 fc 1.91 ft/58.18 cm
3,433 /21,362 Ix

1,53 ft/46.55 cm

20ft/6m[221/1,378fc 2.29 ft / 69.82 cm
2,384/ 14,835 Ix

23ft/7m[162/1,012fc 2.67 ft / 81.46 cm

1,751/ 10,899 Ix

26ft/8m[ 124 /775 fc 3.05ft/93.09 cm
1,341/ 8,345 Ix

30ft/9m[98/612fc 3.43ft/104.73 cm
1,059 / 6,593 Ix

33ft/10m[ 79/ 496 fc .82 ft/116.37 cm
858 /5,341 Ix
Height E avg/E max Angle: 2° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance
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PanoramalPSPOT - CMY (50°) /; PROLIGHTS

420 W IP rated moving LED spot with zoom and colour mixing

Photometrics

A

Flux out: 6’060 Im

3ft/1m| 1'802/2'724 fc 2,02 ft/ 61,58 cm

19'404 / 29'321 Ix

7ft/2m| 450/ 680 fc
4'851/7'330 Ix

4,04t/ 123,15 cm

10ft/3 m| 200/ 302 fc 6,06 ft/ 184,73 cm

2156 / 3'258 Ix

13ft/4m|112/170fc 8,08 ft / 246,31 cm

1213/ 1'833 Ix

16ft/5m| 72/ 108 fc 10,10 ft / 307,89 cm
776 /1173 Ix

20ft/6m|550/751c 12,12 ft/ 369,46 cm

539/814 Ix

23ft/7m|36/55fc 14,14 £/ 431,04 cm
396 /598 Ix

26ft/8m|[ 28742 1c 16,16 ft / 492,62 cm
303 /458 Ix

30ft/9m[22733% 18,18 ft / 554,19 cm
239 /362 Ix

33ft/10m[ 18727 fc 0,20 ft / 615,77 cm
194 / 293 Ix

Height E avg/E max Angle: 50° Diameter

Note: the Curves indicate the illuminated area and the
average illumination when the luminaire is at different distance
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