STUDIOCOBPLUSFC 18°WITH FROST FILTER [P[ROLIGHTS’

150W IP65 rated full colour COB LED PAR \=== PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.2976(dx=0.0095) y=0.2366(dy=0.0544)

Chromaticity Coordinate:u'=0.2270 v'=0.4060 (duv=-4.28e-02)

Tc=12348K Dominant WL:Ld=380.0nm Purity=28.3% Centroid WL:534.0nm
Ratio:R=26.5% G=66.6% B=6.9% Peak WL:Lp=450.0nm HWL:24.5nm

Render Index:Ra=30.3

Rl =12 R2 =64 R3 =47 R4 =8 R5 =29 R6 =67 R7 =53

R8 =-38 R9 =-273 R10=39 R11=-8 R12=65 R13=23 R14=64 R15=-21

Photo Parameters:
Flux: 3460.9 1lm Fe: 16.658 W Efficacy:24.05 1m/W Scotopic:9854.11m S/P:2.8473

Electrical Parameters:

Lamp : U=231.7V I=0.6689A P=143.9W PF=0.9287

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=23252(G=3,D=59)

REF=48449 (R=3) $=-0.393% PMT: 32.4 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 18°WITH FROST FILTER [P[ROLIGHTS’

150W IP65 rated full colour COB LED PAR \=== PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.1726(dx=0.0095) y=0.6991 (dy=0.0544)

Chromaticity Coordinate:u'=0.0625 v'=0.5697 (duv=1.54e-01)

Tc=7913K Dominant WL:Ld=525.4nm Purity=74.4% Centroid WL:523.0nm

Ratio:R=0.4% G=97.1% B=2.5% Peak WL:Lp=520.0nm HWL:39.4nm

Render Index:Ra=-16.4

R1 =-33 R2 =0 R3 =-5 R4 =-56 R5 =-7 R6 =-7 R7 =4

R8 =-28 R9 =-353 R10=-86 R11=-83 R12=-19 R13=-36 R14=48 R15=-32

Photo Parameters:
Flux: 1187.3 1m Fe: 2.5317 W Efficacy:30.48 1lm/W Scotopic:3436.21m S/P:2.8942

Electrical Parameters:

Lamp : U=232.2V 1I=0.2104A P=38.96W PF=0.7972

Instrument Status:

Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=21459 (G=4,D=60)

REF=15909 (R=3) $=-0.051% PMT: 32.8 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
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is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 18°WITH FROST FILTER [P[ROLIGHTS’

150W IP65 rated full colour COB LED PAR \=== PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.6998 (dx=0.0095) y=0.2998 (dy=0.0544)

Chromaticity Coordinate:u'=0.5385 v'=0.5191 (duv=-9.10e-02)

Tc=1001K Dominant WL:Ld=624.7nm Purity=99.9% Centroid WL:635.0nm
Ratio:R=96.4% G=3.6% B=0.0% Peak WL:Lp=640.0nm HWL:21.5nm

Render Index:Ra=20.0

R1 =10 R2 =78 R3 =37 R4 =-20 R5 =7 R6 =87 R7 =15

R8 =-53 R9 =-196 R10=72 R11=-10 R12=80 R13=31 R14=63 R15=-25

Photo Parameters:
Flux: 870.20 lm Fe: 5.2625 W Efficacy:25.64 1lm/W Scotopic:43.0691m S/P:0.049493

Electrical Parameters:

Lamp : U=231.7V I=0.1910A P=33.94W PF=0.7670

Instrument Status:

Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=30510(G=4,D=60)

REF=13599 (R=3) $=0.350% PMT: 32.6 centigrade [150.0]
p@@ LIGHTS’ WEBSITE: www.prolights.it
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STUDIOCOBPLUSFC 18°WITH FROST FILTER [P[ROLIGHTS’

150W IP65 rated full colour COB LED PAR \=== PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.1524 (dx=0.0095) y=0.0278 (dy=0.0544)

Chromaticity Coordinate:u'=0.2013 v'=0.0827 (duv=-2.12e-01)

Tc=100000K Dominant WL:Ld=455.7nm Purity=98.7% Centroid WL:452.0nm
Ratio:R=0.9% G=10.1% B=89.0% Peak WL:Lp=450.0nm HWL:22.2nm

Render Index:Ra=-60.0

Rl =-11 R2 =-54 R3 =-161 R4 =-97 R5 =4 R6 =-61 R7 =-59

R8 =-42 R9 =-258 R10=-248 R11=-124 R12=-131 R13=-33 R14=-38 R15=6

Photo Parameters:
Flux: 232.51 lm Fe: 6.3046 W Efficacy:6.849 1lm/W Scotopic:5059.81m S/P:21.762

Electrical Parameters:

Lamp : U=231.9V I=0.1905A P=33.95W PF=0.7685

Instrument Status:

Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=24142(G=3,D=60)

REF=26051 (R=4) $=-0.085% PMT: 32.9 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 18°WITH FROST FILTER [P[ROLIGHTS’

150W IP65 rated full colour COB LED PAR \=== PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.3703(dx=0.0095) y=0.4173(dy=0.0544)

Chromaticity Coordinate:u'=0.2038 v'=0.5168 (duv=2.10e-02)

Tc=4499K Dominant WL:Ld=568.7nm Purity=36.4% Centroid WL:561.0nm
Ratio:R=14.4% G=84.0% B=1.6% Peak WL:Lp=550.0nm HWL:119.7nm

Render Index:Ra=63.3

R1 =57 R2 =67 R3 =78 R4 =64 R5 =58 R6 =56 R7 =79

R8 =47 R9 =-62 R10=25 R11=58 R12=27 R13=57 R14=88 R15=48

Photo Parameters:
Flux: 1528.5 1m Fe: 4.1385 W Efficacy:30.59 1lm/W Scotopic:2329.81m S/P:1.5242

Electrical Parameters:

Lamp : U=231.6V I=0.2558A P=49.97W PF=0.8435

Instrument Status:

Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=32422 (G=5,D=65)

REF=21569 (R=3) $=-0.098% PMT: 32.9 centigrade [150.0]
p@@ LIGHTS’ WEBSITE: www.prolights.it
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STUDIOCOBPLUSFC 18°WITHOUT FROST FILTER [P[RROLIGHTS"

150W IP65 rated full colour COB LED PAR A§ PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.2992 (dx=0.0095) y=0.2364(dy=0.0544)

Chromaticity Coordinate:u'=0.2285 v'=0.4062 (duv=-4.40e-02)

Tc=11948K Dominant WL:Ld=380.0nm Purity=28.1% Centroid WL:534.0nm
Ratio:R=26.9% G=66.2% B=6.8% Peak WL:Lp=450.0nm HWL:24.2nm

Render Index:Ra=28.9

Rl =10 R2 =64 R3 =47 R4 =6 R5 =27 R6 =66 R7 =52

R8 =-40 R9 =-275 R10=37 R11=-11 R12=64 R13=22 R14=64 R15=-23

Photo Parameters:
Flux: 3683.5 lm Fe: 17.699 W Efficacy:25.53 1m/W Scotopic:104261m S/P:2.8304

Electrical Parameters:

Lamp : U=229.4V 1I=0.6766A P=144.3W PF=0.9297
Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=24842(G=3,D=59)
REF=51580(R=3) $=-0.335% PMT: 32.3 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
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is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 18°WITHOUT FROST FILTER [P[RROLIGHTS"

150W IP65 rated full colour COB LED PAR A§ PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.6996 (dx=0.0095) y=0.3001(dy=0.0544)

Chromaticity Coordinate:u'=0.5380 v'=0.5192 (duv=-9.05e-02)

Tc=1001K Dominant WL:Ld=624.5nm Purity=100.0% Centroid WL:635.0nm
Ratio:R=96.5% G=3.5% B=0.0% Peak WL:Lp=640.0nm HWL:21.7nm

Render Index:Ra=19.3

Rl =9 R2 =78 R3 =36 R4 =-21 R5 =6 R6 =87 R7 =15

R8 =-54 R9 =-199 R10=72 R11=-11 R12=80 R13=31 R14=62 R15=-26

Photo Parameters:
Flux: 934.32 1lm Fe: 5.5677 W Efficacy:27.42 1m/W Scotopic:45.8221m S/P:0.049043

Electrical Parameters:

Lamp : U=229.4V I=0.1922A P=34.07W PF=0.7729

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=33169(G=4,D=61)

REF=14582 (R=3) $=0.270% PMT: 32.5 centigrade [150.0]
PR@ LIGHTS® WEBSITE: www.prolights.it
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is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 18°WITHOUT FROST FILTER [P[RROLIGHTS"

150W IP65 rated full colour COB LED PAR A§ PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.1718 (dx=0.0095) y=0.6997(dy=0.0544)

Chromaticity Coordinate:u'=0.0622 v'=0.5698 (duv=1.54e-01)

Tc=7924K Dominant WL:Ld=525.3nm Purity=74.5% Centroid WL:522.0nm

Ratio:R=0.4% G=97.1% B=2.5% Peak WL:Lp=520.0nm HWL:39.2nm

Render Index:Ra=-16.7

Rl =-33 R2 =0 R3 =-5 R4 =-57 R5 =-7 R6 =-7 R7 =3

R8 =-28 R9 =-353 R10=-86 R11=-83 R12=-19 R13=-36 R14=48 R15=-32

Photo Parameters:
Flux: 1251.8 1lm Fe: 2.6700 W Efficacy:31.91 1m/W Scotopic:3630.81m S/P:2.9005

Electrical Parameters:

Lamp : U=229.6V 1I=0.2127A P=39.23W PF=0.8031

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=22701(G=4,D=60)

REF=16763 (R=3) %=0.096% PMT: 32.8 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it
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150W IP65 rated full colour COB LED PAR A§ PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.1526(dx=0.0095) y=0.0275(dy=0.0544)

Chromaticity Coordinate:u'=0.2018 v'=0.0819 (duv=-2.12e-01)

Tc=100000K Dominant WL:Ld=455.6nm Purity=98.7% Centroid WL:451.0nm
Ratio:R=0.9% G=9.9% B=89.2% Peak WL:Lp=450.0nm HWL:22,0nm

Render Index:Ra=-60.2

Rl =-11 R2 =-54 R3 =-161 R4 =-97 R5 =4 R6 =-61 R7 =-59

R8 =-42 R9 =-257 R10=-249 R11=-124 R12=-131 R13=-33 R14=-39 R15=6

Photo Parameters:
Flux: 245.27 1lm Fe: 6.7160 W Efficacy:7.168 1lm/W Scotopic:5367.91m S/P:21.885

Electrical Parameters:

Lamp : U=230.0V I=0.1924A P=34.22W PF=0.7732
Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=25672(G=3,D=60)
REF=27415(R=4) $=0.117% PMT: 32.9 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
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is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it
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150W IP65 rated full colour COB LED PAR A§ PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.3700(dx=0.0095) y=0.4171(dy=0.0544)

Chromaticity Coordinate:u'=0.2037 v'=0.5167 (duv=2.10e-02)

Tc=4507K Dominant WL:Ld=568.6nm Purity=36.3% Centroid WL:561.0nm
Ratio:R=14.3% G=84.1% B=1.6% Peak WL:Lp=555.0nm HWL:120.8nm

Render Index:Ra=63.4

Rl =57 R2 =67 R3 =78 R4 =64 R5 =58 R6 =56 R7 =79

R8 =48 R9 =-61 R10=25 R11=58 R12=28 R13=58 R14=88 R15=48

Photo Parameters:
Flux: 1616.2 1lm Fe: 4.3823 W Efficacy:32.12 1m/W Scotopic:2466.91m S/P:1.5263

Electrical Parameters:

Lamp : U=229.5V 1I=0.2589A P=50.32W PF=0.8471

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=34482 (G=5,D=65)

REF=22799 (R=3) $=-0.106% PMT: 32.9 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it
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150W IP65 rated full colour COB LED PAR \=== PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.2953(dx=0.0095) y=0.2361(dy=0.0544)

Chromaticity Coordinate:u'=0.2253 v'=0.4053(duv=-4.14e-02)

Tc=13086K Dominant WL:Ld=380.0nm Purity=28.6% Centroid WL:533.0nm
Ratio:R=26.0% G=67.0% B=7.0% Peak WL:Lp=450.0nm HWL:24.7nm

Render Index:Ra=31.9

Rl =14 R2 =66 R3 =47 R4 =11 R5 =31 R6 =69 R7 =54

R8 =-36 R9 =-270 R10=41 R11=-5 R12=66 R13=25 R14=64 R15=-18

Photo Parameters:
Flux: 3269.7 1lm Fe: 15.775 W Efficacy:22.86 1m/W Scotopic:93941m S/P:2.873

Electrical Parameters:

Lamp : U=232.9V 1I=0.6620A P=143.0W PF=0.9278

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=22035(G=3,D=59)

REF=45751 (R=3) $=-0.330% PMT: 32.4 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it
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150W IP65 rated full colour COB LED PAR \=== PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.7000 (dx=0.0095) y=0.2996(dy=0.0544)

Chromaticity Coordinate:u'=0.5390 +v'=0.5190(duv=-9.15e-02)

Tc=1001K Dominant WL:Ld=624.8nm Purity=99.9% Centroid WL:636.0nm
Ratio:R=96.4% G=3.6% B=0.0% Peak WL:Lp=640.0nm HWL:21.5nm

Render Index:Ra=20.4

Rl =10 R2 =78 R3 =37 R4 =-20 R5 =7 R6 =86 R7 =16

R8 =-51 R9 =-194 R10=72 R11=-10 R12=80 R13=31 R14=63 R15=-24

Photo Parameters:
Flux: 814.64 1lm Fe: 4.9847 W Efficacy:24.09 1m/W Scotopic:40.2251m S/P:0.049378

Electrical Parameters:

Lamp : U=234.6V I=0.1893A P=33.82W PF=0.7612

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=28431(G=4,D=60)

REF=12746 (R=3) $=0.326% PMT: 32.6 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 38°WITH FROST FILTER [P[ROLIGHTS’

150W IP65 rated full colour COB LED PAR \=== PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.1729(dx=0.0095) y=0.6988(dy=0.0544)

Chromaticity Coordinate:u'=0.0627 v'=0.5697 (duv=1.53e-01)

Tc=7910K Dominant WL:Ld=525.4nm Purity=74.4% Centroid WL:523.0nm

Ratio:R=0.4% G=97.1% B=2.5% Peak WL:Lp=520.0nm HWL:39.5nm

Render Index:Ra=-16.3

Rl =-33 R2 =0 R3 =-4 R4 =-56 R5 =-7 R6 =-6 R7 =4

R8 =-28 R9 =-353 R10=-85 R11=-83 R12=-19 R13=-36 R14=48 R15=-32

Photo Parameters:
Flux: 1135.9 1lm Fe: 2.4176 W Efficacy:29.33 1m/W Scotopic:3282.61m S/P:2.8899

Electrical Parameters:

Lamp : U=234.3V I=0.2085A P=38.73W PF=0.7930

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=20453(G=4,D=61)

REF=15227 (R=3) %=-0.046% PMT: 32.8 centigrade [150.0]
PR@ LIGHTS® WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 38°WITH FROST FILTER [P[ROLIGHTS’

150W IP65 rated full colour COB LED PAR \=== PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.1523(dx=0.0095) y=0.0280(dy=0.0544)

Chromaticity Coordinate:u'=0.2010 v'=0.0831(duv=-2.12e-01)

Tc=100000K Dominant WL:Ld=455.8nm Purity=98.7% Centroid WL:452.0nm
Ratio:R=0.9% G=10.1% B=89.0% Peak WL:Lp=450.0nm HWL:22.4nm

Render Index:Ra=-59.9

Rl =-11 R2 =-54 R3 =-160 R4 =-97 R5 =4 R6 =-61 R7 =-59

R8 =-42 R9 =-258 R10=-248 R11=-124 R12=-131 R13=-33 R14=-38 R15=6

Photo Parameters:
Flux: 222.89 1lm Fe: 6.0207 W Efficacy:6.536 1lm/W Scotopic:4838.21m S/P:21.706

Electrical Parameters:

Lamp : U=235.4V I=0.1901A P=34.10W PF=0.7619

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=23021(G=3,D=60)

REF=25002 (R=4) $=-0.096% PMT: 32.9 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 38°WITH FROST FILTER [P[ROLIGHTS’

150W IP65 rated full colour COB LED PAR \=== PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.3700(dx=0.0095) y=0.4178(dy=0.0544)

Chromaticity Coordinate:u'=0.2035 +v'=0.5170(duv=2.13e-02)

Tc=4509K Dominant WL:Ld=568.5nm Purity=36.5% Centroid WL:561.0nm
Ratio:R=14.3% G=84.1% B=1.6% Peak WL:Lp=550.0nm HWL:119.4nm

Render Index:Ra=63.3

Rl =57 R2 =67 R3 =78 R4 =64 R5 =58 R6 =56 R7 =79

R8 =47 R9 =-62 R10=25 R11=58 R12=27 R13=57 R14=88 R15=48

Photo Parameters:
Flux: 1453.4 1lm Fe: 3.9328 W Efficacy:29.00 1lm/W Scotopic:2220.1lm S/P:1.5275

Electrical Parameters:

Lamp : U=235.7v I=0.2546A P=50.12W PF=0.8348
Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=30592 (G=5,D=66)
REF=20513(R=3) $=-0.049% PMT: 32.9 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it

A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 38° WITHOUT FROST FILTER [P[RROLIGHTS"

150W IP65 rated full colour COB LED PAR A§ PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.2961 (dx=0.0095) y=0.2362(dy=0.0544)

Chromaticity Coordinate:u'=0.2259 v'=0.4055(duv=-4.18e-02)

Tc=12848K Dominant WL:Ld=380.0nm Purity=28.5% Centroid WL:533.0nm
Ratio:R=26.2% G=66.8% B=7.0% Peak WL:Lp=450.0nm HWL:24.6nm

Render Index:Ra=31.4

Rl =14 R2 =65 R3 =47 R4 =10 R5 =30 R6 =68 R7 =53

R8 =-36 R9 =-271 R10=41 R11=-6 R12=65 R13=25 R14=64 R15=-19

Photo Parameters:
Flux: 3421.6 1lm Fe: 16.497 W Efficacy:23.86 1m/W Scotopic:9802.11lm S/P:2.8647

Electrical Parameters:

Lamp : U=231.6V I=0.6664A P=143.4W PF=0.9295

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=23087(G=3,D=59)

REF=47881 (R=3) $=-0.392% PMT: 32.4 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 38° WITHOUT FROST FILTER [P[RROLIGHTS"

150W IP65 rated full colour COB LED PAR A§ PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.7001 (dx=0.0095) y=0.2996(dy=0.0544)

Chromaticity Coordinate:u'=0.5390 +v'=0.5190(duv=-9.15e-02)

Tc=1001K Dominant WL:Ld=624.8nm Purity=99.9% Centroid WL:636.0nm
Ratio:R=96.4% G=3.6% B=0.0% Peak WL:Lp=640.0nm HWL:21.5nm

Render Index:Ra=20.0

Rl =10 R2 =78 R3 =37 R4 =-21 R5 =6 R6 =86 R7 =16

R8 =-52 R9 =-196 R10=72 R11=-10 R12=80 R13=31 R14=63 R15=-24

Photo Parameters:
Flux: 854.24 1lm Fe: 5.2038 W Efficacy:25.22 1m/W Scotopic:41.779%91m S/P:0.048908

Electrical Parameters:

Lamp : U=231.6V I=0.1902A P=33.87W PF=0.7689

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=29899 (G=4,D=61)

REF=13358 (R=3) %=0.295% PMT: 32.6 centigrade [150.0]
PR@ LIGHTS® WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 38° WITHOUT FROST FILTER [P[RROLIGHTS"

150W IP65 rated full colour COB LED PAR A§ PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.1727(dx=0.0095) y=0.6987(dy=0.0544)

Chromaticity Coordinate:u'=0.0626 +v'=0.5696 (duv=1.54e-01)

Tc=7913K Dominant WL:Ld=525.4nm Purity=74.3% Centroid WL:523.0nm

Ratio:R=0.4% G=97.1% B=2.5% Peak WL:Lp=520.0nm HWL:39.4nm

Render Index:Ra=-16.3

Rl =-33 R2 =0 R3 =-4 R4 =-56 R5 =-7 R6 =-6 R7 =4

R8 =-28 R9 =-353 R10=-85 R11=-83 R12=-19 R13=-36 R14=48 R15=-32

Photo Parameters:
Flux: 1183.3 1lm Fe: 2.5218 W Efficacy:30.52 1m/W Scotopic:3423.81m S/P:2.8934

Electrical Parameters:

Lamp : U=231.9vV 1I=0.2093A P=38.77W PF=0.7987

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=21375(G=4,D=60)

REF=15857 (R=3) %=0.064% PMT: 32.8 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 38° WITHOUT FROST FILTER [P[RROLIGHTS"

150W IP65 rated full colour COB LED PAR A§ PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.1525(dx=0.0095) y=0.0278(dy=0.0544)

Chromaticity Coordinate:u'=0.2013 v'=0.0827 (duv=-2.12e-01)

Tc=100000K Dominant WL:Ld=455.7nm Purity=98.7% Centroid WL:452.0nm
Ratio:R=0.9% G=10.2% B=88.9% Peak WL:Lp=450.0nm HWL:22.2nm

Render Index:Ra=-59.9

Rl =-10 R2 =-54 R3 =-161 R4 =-97 R5 =4 R6 =-61 R7 =-59

R8 =-42 R9 =-257 R10=-248 R11=-124 R12=-130 R13=-32 R14=-38 R15=7

Photo Parameters:
Flux: 232.19 1lm Fe: 6.3022 W Efficacy:6.813 1m/W Scotopic:5050.81m S/P:21.753

Electrical Parameters:

Lamp : U=231.0V 1I=0.1911A P=34.08W PF=0.7719

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=24034(G=3,D=60)

REF=26016 (R=4) $=-0.062% PMT: 32.9 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 38° WITHOUT FROST FILTER [P[RROLIGHTS"

150W IP65 rated full colour COB LED PAR A§ PROFESSIONAL LIGHTS

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.3702(dx=0.0095) y=0.4175(dy=0.0544)

Chromaticity Coordinate:u'=0.2037 v'=0.5169 (duv=2.11e-02)

Tc=4505K Dominant WL:Ld=568.6nm Purity=36.4% Centroid WL:561.0nm
Ratio:R=14.3% G=84.1% B=1.6% Peak WL:Lp=550.0nm HWL:120.1lnm

Render Index:Ra=63.4

Rl =57 R2 =67 R3 =78 R4 =64 R5 =58 R6 =56 R7 =79

R8 =47 R9 =-62 R10=25 R11=58 R12=27 R13=57 R14=88 R15=48

Photo Parameters:
Flux: 1516.3 1lm Fe: 4.1041 W Efficacy:30.28 1m/W Scotopic:2314.11m S/P:1.5262

Electrical Parameters:

Lamp : U=232.5V 1I=0.2550A P=50.08W PF=0.8445

Instrument Status:

Scan Range:380.0nm-800.0nm  Interval:5.0nm[0] Ip=32087(G=5,D=66)

REF=21396 (R=3) %=0.066% PMT: 32.9 centigrade [150.0]
PROLIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 60° ALL PROLIGHTS’

150W IP65 rated full colour COB LED PAR

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.2779(dx=0.0001) y=0.2227(dy=-0.0011)

Chromaticity Coordinate:u'=0.2172 +v'=0.3918 (duv=-3.65e-02)

Tc=33440K Dominant WL:Ld=428.3nm Purity=33.8% Centroid WL:521.0nm
Ratio:R=23.4% G=68.6% B=8.1% Peak WL:Lp=450.0nm HWL:25.0nm

Render Index:Ra=43.3

R1 =27 R2 =70 R3 =53 R4 =27 R5 =44 R6 =73 R7 =64

R8 =-11 R9 =-237 R10=50 R11=13 R12=65 R13=36 R14=69 R15=-2

Photo Parameters:
Flux: 3099.4 1m Fe: 15.216 W Efficacy:23.19 1lm/W Scotopic:9632.41m S/P:3.1078

Electrical Parameters:
Luminaire: U=110.0V I=0A P=0W PF=0

Lamp : U=228.4V I=0.6299A P=133.7W PF=0.9289

Instrument Status:

Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=3652 (G=2,D=59)

REF=42364 (R=3) $=-0.532% PMT: 30.9 centigrade [150.0]
PR@ LIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

MAIL: support@musiclights.it

is a registered trademarks

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 60° RED

150W IP65 rated full colour COB LED PAR

Light Source Diagram

PROLIGHTS’

A§ PROFESSIONAL LIGHTS
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Color Parameters:

Chromaticity Coordinate:x=0.7005(dx=0.0001) y=0.2994(dy=-0.0011)
Chromaticity Coordinate:u'=0.5397 v'=0.5190 (duv=-9.22e-02)
Tc=1001K Dominant WL:Ld=624.9nm Purity=100.0% Centroid WL:636.0nm
Ratio:R=96.4% G=3.6% B=0.0% Peak WL:Lp=640.0nm HWL:21.7nm

Render Index:Ra=19.4
Rl =8 R2 =77

R8 =-51 R9 =-194

R3 =37
R10=71

R4 =-22
R11=-13

R5 =5
R12=80

R6 =84
R13=29

R7 =17
R14=62

Photo Parameters:

Flux: 619.64 1lm

Electrical Parameters:
U=110.0V I=0A P=0W PF=0
U=228.7V I=0.1892A P=33.58W PF=0.7757

Luminaire:

Lamp :

Instrument Status:
Scan Range:380.0nm-800.0nm
REF=9546 (R=3)

Interval:5.0nm[0]
$=0.791%

Ip=781(G=2,D=59)

PROLIGHTS'

—7-\""= PROFESSIONAL LIGHTS
is a registered trademarks

R15=-25

Fe: 3.8397 W Efficacy:18.46 1m/W Scotopic:28.8261m S/P:0.046521

PMT: 30.9 centigrade [150.0]

WEBSITE: www.prolights.it

MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 60° GREEN PROLIGHTS

150W IP65 rated full colour COB LED PAR

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.1621(dx=0.0001) y=0.6878(dy=-0.0011)

Chromaticity Coordinate:u'=0.0593 v'=0.5664(duv=1.55e-01)

Tc=8167K Dominant WL:Ld=522.3nm Purity=71.0% Centroid WL:520.0nm

Ratio:R=0.3% G=96.5% B=3.2% Peak WL:Lp=520.0nm HWL:40.5nm

Render Index:Ra=-15.3

Rl =-33 R2 =2 R3 =-2 R4 =-55 R5 =-7 R6 =-6 R7 =6

R8 =-27 R9 =-358 R10=-83 R11=-81 R12=-17 R13=-37 R14=49 R15=-32

Photo Parameters:
Flux: 915.84 1lm Fe: 2.0213 W Efficacy:25.12 1lm/W Scotopic:2799.61m S/P:3.0568

Electrical Parameters:
Luminaire: U=110.0V I=0A P=0W PF=0

Lamp : U=228.6V I=0.2012A P=36.46W PF=0.7928

Instrument Status:

Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=630(G=2,D=59)

REF=12051 (R=3) =0.042% PMT: 31.0 centigrade [150.0]
PR@ LIGHTS® WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 60° BLUE PROLIGHTS’

150W IP65 rated full colour COB LED PAR

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.1538 (dx=0.0001) y=0.0301(dy=-0.0011)

Chromaticity Coordinate:u'=0.2015 v'=0.0887 (duv=-2.08e-01)

Tc=100000K Dominant WL:Ld=455.7nm Purity=97.9% Centroid WL:453.0nm
Ratio:R=3.0% G=13.8% B=83.2% Peak WL:Lp=450.0nm HWL:22.0nm

Render Index:Ra=-51.2

Rl =17 R2 =-44 R3 =-166 R4 =-95 R5 =25 R6 =-49 R7 =-60

R8 =-38 R9 =-151 R10=-242 R11=-117 R12=-113 R13=-7 R14=-39 R15=29

Photo Parameters:
Flux: 195.77 1lm Fe: 5.1041 W Efficacy:5.983 1lm/W Scotopic:3973.81m S/P:20.298

Electrical Parameters:
Luminaire: U=110.0V I=0A P=0W PF=0

Lamp : U=228.8V I=0.1856A P=32.72W PF=0.7707

Instrument Status:

Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=3151 (G=2,D=58)

REF=21981 (R=4) %=0.078% PMT: 31.1 centigrade [150.0]
PR@ LIGHTS’ WEBSITE: www.prolights.it

—7°\==< PROFESSIONAL LIGHTS o .
is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



STUDIOCOBPLUSFC 60° ALL PROLIGHTS’

150W IP65 rated full colour COB LED PAR

Light Source Diagram
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Color Parameters:

Chromaticity Coordinate:x=0.3125(dx=0.0001) y=0.3215(dy=-0.0011)

Chromaticity Coordinate:u'=0.2006 v'=0.4642 (duv=-6.43e-04)

Tc=6574K Dominant WL:Ld=484.0nm Purity=8.0% Centroid WL:541.0nm
Ratio:R=13.7% G=82.7% B=3.6% Peak WL:Lp=445.0nm HWL:26.9nm

Render Index:Ra=72.6

Rl =72 R2 =75 R3 =73 R4 =75 R5 =74 R6 =66 R7 =80

R8 =65 R9 =-14 R10=38 R11=73 R12=44 R13=72 R14=85 R15=70

Photo Parameters:
Flux: 1665.7 1lm Fe: 5.3188 W Efficacy:37.01 1lm/W Scotopic:3353.51m S/P:2.0132

Electrical Parameters:
Luminaire: U=110.0V I=0A P=0W PF=0

Lamp : U=228.8V I=0.2361A P=45.01Ww PF=0.8332

Instrument Status:

Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=881 (G=2,D=60)

REF=22918 (R=3) =-0.105% PMT: 31.1 centigrade [150.0]
PR@ LIGHTS’ WEBSITE: www.prolights.it
A§ PROFESSIONAL LIGHTS

is a registered trademarks MAIL: support@musiclights.it

Technical specifications and data are provided for guidance only. We reserve the right to amend or alter at any time and without prior notice, the specification of any product. @ www.prolights.it



